CosyFloor

EONE230W Zigbee Wired

Engo ONE is an innovative temperature thermostat
with built-in humidity sensor. It is a combination of
modernity with precise operation and interesting
design.

It is characterized by simplicity of installation and
operation. Both the surface-mounted battery version
(built-in lithium-ion battery) and the flush-mounted
230V version, can be controlled wirelessly via the ENGO
Smart app, using the ZigBee 3.0 EGATEZB gateway.

The flush-mounted version is wired directly to the
receiver (e.g.a wiring centre). It is mainly designed to
control underfloor heating systems. This Thermostat is
Zigbee which means if the customer cant get cables
back to the manifold they can send the thermostats
demands wireless
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Specification Value

Mounting options Flush-mounted / Surface-mounted

Thermostat, 230V, White

Connection description

) Connection diagrams to the control box
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3) Connection diagram for gas boiler
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Power supply Flush-mounted

230V AC 50Hz
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Max current 3()A
Temp. setpoint range 5-45°C
Display temp. accuracy 0.5°C

Control algorithm

TPI Hysteresis (0.1°C do *0.5°C

Communication

ZigBee 3.0, 2.4GHz

Input S1-S2

Floor or air temp sensor

Control output

NO/COM (voltage free)

Protection class

IP30

Dimensions (Flush-mounted)

90 x 90 x 34 mm

Dimensions (Surface-mounted)

90 x 90 x 14 mm

CosyFloor EONE230W Zigbee Smart Thermostat, 230V, White are available at UFH Supplies Ltd Trading as CosyFloor

01455 247 782 - sales@cosy-floor.co.uk - www.cosyfloor.co.uk
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